
Table tops 
in tropical hardwoods

Afzelia, Bondu, Meranti, Merbau, Padouk     
Palissander & Teak 

         
Solid panels, fingerjointed and laminated    
Production from our own factories      
 
• A-Grade      
• Stable tropical hardwood species      
• Glue: D4 standard      
• KD 10-12%
• Tropical hardwoods with high durability and resistance, 100% ecological  
• Sanded (180grit)
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Species Dimensions Assembly Lamella

Afzelia* 28 x 710 x 3000mm 1 30-45mm

Afzelia* 38 x 900 x 4000mm 1 30-45mm

Bondu FSC 100% 33/44 x 710 x 3000mm 1 20-30mm

Meranti* 30 x 1100 x 4500mm 1 30-45mm

Merbau* 28 x 710 x 3000mm 1/2 30-45mm

Merbau* 40 x 900 x 4000mm 1/2 30-45mm

Padouk** 28 x 710 x 3000mm 1 30-45mm

Padouk** 44 x 900 x 4000mm 1 30-45mm

Palissander 28 x 710 x 3000mm 1 15-25mm

Teak 28 x 710 x 3000mm 1/2 15-45mm

      
Advantages     

• Versatile applications: furniture, interior design and general construction 
• Packaging: Individually shrink wrapped     
• Finger-jointed lamella, uniform per panel    
• Panels are a standardized, ready-to-use product     
• Very high efficiency,  less labour and machine-costs   
• Exact calculation of cost, no surprises
• Stable and durable
• Perfect technical production
• Standard number per bundle: 10 panels (Meranti: 20 panels/bundle)

CUSTOMIZED DIMENSIONS ARE AVAILABLE UPON REQUEST 

 
     
     

* also available with ECO-labels 

** marine glue/outside usage  



Fingerjointed laminated solid panels 

•  Very stable wood specie 
• Glue: D4 standard 
• KD 10-12% 
• Sanded (180grit) 
• Compliant with the European Union Timber Regulation (EUTR) 
• One of the most ecological wood species 
 (“Green Timber” according to Greenpeace Australia) 

Dimensions 

 Panels  A/B Quality

Tickness Width Length Number per bundle

15 110 4500 20

18 110 4500 18

22 110 4500 28

30 71 3650 20-28

33 71 3650 19

33 110 4500 19

38 110 4500 15

40 65 4500 15

44 110 4500 15

56 110 4500 6

Panels  A/A Quality

Tickness Width Length Number per bundle

18 110 4500 26

33 110 4500 15

38 110 4500 12

Poles

Tickness Width Length

70 70 4500

90 90 4500

110 110 4500

Advantages 
• Packaging: Individually shrink wrapped 
• Top quality - uniform colour 
• Finger-jointed lamella, uniform per panel 
• Panels are a standardized, ready-to-use product 
• Very high efficiency, less labour and machine-costs 
• Exact calculation of cost, no surprises 

CUSTOMIZED DIMENSIONS ARE AVAILABLE UPON REQUEST

Rubberwood panels
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